RETROFIT CROSS REFERENCE

Cost Savings * Easy to Install - Performance to lighting standards « Environmentally Friendly

COMMON LUMINAIRES

UTILITY LUMINAIRES
AEL® Contempo
Cooper® Woodbridge
GE® P17

COLONIAL / LANTERN STYLE LUMINAIRES
AEL® Revolution
Cooper® Lexington
Cooper® Traditionaire
GE® Town & Country
Hanover® 8432 Grande Jefferson
Hanover® 1732 Hampshire

PENDANT/TEAR DROP LUMINAIRES
Hadco® TF9
Holophane® Esplanade
King Luminaire® 800 Series (803)
Lumec® RN20 - Old Style - horizontal ballast door
Lumec® RN20 - New Style - vertical ballast door

TRADITIONAL POST TOP LUMINAIRES
Hadco® — with large petal style fitter - Twist Lock
Hadco® — with large petal style fitter - screw & pin

MaTech Retrofit Kit P/N

C5-40-40K-T5M-CAEC1-STD
C5-40-40K-T5M-CCPW1-STD
C5-40-40K-T5M-CGEP1-STD

C5-40-40K-T5M-CUNV1-STD
C5-40-40K-T5M-CUNV1-STD
C5-40-40K-T5M-CUNV1-STD
C5-40-40K-T5M-CUNV1-STD
C5-40-40K-T5M-CHN12-STD
C5-40-40K-T5M-CHN17-STD

P7-80-40K-T5M-CHDTF-STD
P7-80-40K-T5M-CHLE1-STD
P7-80-40K-T5M-CKL80-STD

P7-80-40K-T5M-CLCR1-STD
P7-80-40K-T5M-CLCR2-STD

D4-M40-40K-T5M-CHDTL-STD
D4-M40-40K-T5M-CHDSP-STD

Holophane® Granville Acorn Classic

HoIophane® Granville Utility Acorn w/ Hinged Door (Premier)
Holophane® Granville Utility Acorn w/ Removable Door (Premier)
Holophane® Washington Postlite® Acorn with photocell socket
Holophane® Washington Postlite® Acorn without photocell socket

D4-H40-40K-T5M-HGVC7-STD
D4-H40-40K-T5M-HGPCS-STD
D4-H40-40K-T5M-HGPNS-STD

D4-H40-40K-T5M-HWPCS-STD
D4-H40-40K-T5M-HWPCS-STD

King Luminaire® K118 Washington
King Luminaire® K124 Paragon

D4-M40-40K-T5M-CKL18-STD
D4-M40-40K-T5M-CKL24-STD

Mainstreet Lighting® L100
Mainstreet Lighting® L200
Mainstreet Lighting® L300
Mainstreet Lighting® L400
Mainstreet Lighting® L511
Mainstreet Lighting® L520
Mainstreet Lighting® L610
Mainstreet Lighting® L700
Mainstreet Lighting® L820
Mainstreet Lighting® L4700

D4-F40-40K-T5M-CL100-STD
D4-F40-40K-T5M-CL200-STD
D4-F40-40K-T5M-CL300-STD
C5-40-40K-T5M-CL400-STD
C5-40-40K-T5M-CL511-STD
C5-40-40K-T5M-CL520-STD
C5-40-40K-T5M-CHN12-STD
C5-40-40K-T5M-CHN17-STD
D4-F40-40K-T5M-CL820-STD
D4-F40-40K-T5M-CL47J-STD

Sternberg® with spring clip base in large (utility) fitter
Sternberg® with spring clip base in shallow (standard) fitter
Sternberg® with twist lock base in large (utility) fitter
Sternberg® with twist lock base in shallow (standard) fitter

D4-M40-40K-T5M-CSBSC-STD
D4-F40-40K-T5M-CSBSC-STD
D4-M40-40K-T5M-CSBTL-STD
D4-F40-40K-T5M-CSBTL-STD

Don't see your fixture? Contact us and we'll retrofit one fixture at no cost.
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RETROFIT CROSS REFERENCE

Cost Savings * Easy to Install - Performance to lighting standards « Environmentally Friendly

ORDERING INSTRUCTIONS

Mount Color Distri-
Product Style Temp bution Fixture STD/
Family (blank) Wattage (CCT) Type Designator Dimming
Ordering
. D4 - M 60 - 40K - T5M - CAEC1 - STD
Instructions:
Resulting P/N: D4 - M60 - 40K - T5M - CAEC1 - STD
Description:

D4, Mid Mount, 60 watt, 4000K CCT, Type 5 medium distribution, AEL Contempo version, Standard drive

Good Retrofit Principals
1. Always use the Type 5 distribution retrofit UNLESS the globe is clear, textured, or non-refractive AND

your application calls for a type 3 luminaire (roadway for example - call with questions)
2. Select wattage based on goals - true light performance OR bright appearing fixture
3. Request a layout to confirm performance to lighting standards
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