SUMMIT SERIES

The Vega Light Control Systems SUMMIT Series Superior light performance, reduced glare, ultra long life

F luti £ d feat components including 36 kV surge suppression standard, and
ofrers revolutionary performance and features more, create a system of unsurpassed value and performance.

with the Patented D4A in a prismatic decorative Plus, it's available with a broad range of controls and features

. : including Adaptive Light Control.
luminaire system, engineered to last. including Adaptive Light Contro

BEST IN CLASS PERFORMANCE OPTIONAL FEATURES

© Trouble free, Proven system © Builtin Controls - Bluetooth remote control using VEGA

© Double or triple light coverage and Link 1Q app. Control dimming, report diagnostics, burn
life of most LED systems time, and asset tag ID.

© Uncompromising construction and © 7 Pin Photocell Receptacle (PR7) Version (nodes/shorting
materials caps not included).

© Upto 160 Lumens Per Watt © 0-10V Dimming Control (PRC) connections for external

node or control signals. Lamp dims down to 10%.

©  Adaptive Capability - (T3M) modify distribution pattern
from Type 5 to Type 3, for example: Shut off or dim

© Reduced uplight glare by up to 60%

© 36 kV of surge suppression standard
across all three lines

backlight.
i} © Superior thermal design (no fans or
355 thermal 'Bandaids")
g : : DARK SKY FRIENDLY OPTIONS AVAILABLE
© Dl_lC }lst|ng & UL Listed light source CONTACT VEGA FOR ADDITIONAL INFORMATION
only

© Top quality industry proven
prismatic Acrylic, and Polycarbonate
Globes for performance and color
stability

SCAN ME!

SUMMIT SERIES
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RATED LIFE LISTING ELECTRICAL

100,000+ Hrs Rated System Life Certification to UL 1598C, UL 8750, 1993 36 kV Surge Suppression

80% Lumen Maintenance at 100,000 Hrs CSA €22.2 No.250.1 (Light Source only) Power Factor Correction >90%
Conrpliss i 128 ezl <10% Total Harmonic Distortion

T:;:ll/:‘f/v\-so SHIPPING INFORMATION -40C to +50C Ambient Operating Temp
SIS AT A Universal 120-277 VAC, 480 VAC Option

InSitu Thermal

Energy Star TM-21

ISO 9001 US Facility Thermal Overload Protected

Surse BT Tesied Electrical Short / Overload Protected

100% Production Test & Inspect

NICA {;\ EEB v recovery
USA T d RGl™Y & TEVESTHENT AcT

VETERAN
OWNED BUSINESS

VEGA Link 1Q D4A

SUPPORT@VEGALIGHTCONTROL.COM The easiest way to maximize the benefits and
v v E G A 616.259.0700 savings of VEGA control products with a simple to

use smart phone interface!
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SUMMIT SERIES

Specification Features

CONSTRUCTION ELECTRICAL WARRANTY

© Heavy-duty cast housing. ANSI C136.31 © 120-277V 50/60Hz operation. © Seven year warranty standard and
testing compliance prevents damage from 18kV/36K common and differential optional ten year warranty available on
installation generated vibration. Powder mode surge protection standard. light source only.
coated for long term enviromental and salt Thermal management transfers heat
spray reliability. rapidly away from the LED source for

MOUNTING optimal efficiency and light output. AMBIENT LUMEN
Post top mount fits 3" O.D. tenon. Ambient operating temperature from TEMPERATURE MULTIPLIER
Secured by square head 3/8" stainless -40°C to 50°C.
steel mounting bolts. CONTROLS

OPTICS ) ) ) © 0-10V dimming driver optional

© GLOBE: 8" or 9" Prismatic acrylic globe Photocontrol and After Hours Dim
is standard. Available is asymmetric or accessories available. Refer to control [t L .
symmetric distributions. We use the options section. - 099 ..
same globe suppliers as used by the major 50° 096
manufacturers.

Photometric Report

Luminaire Lumens UPLight b4 GLOBE LUMEN OUTPUT (25C AMBIENT) WITH D4A INSIDE
D4A INT3
PRISMATIC D4AINTS
3 RATED ACRYLIC PRISMATIC

WATTAGE  WATTAGE GLOBE ACRYLIC GLOBE

€0

30

ADDITIONAL LUMEN OUTPUT NUMBERS AVAILABLE UPON REQUEST

Back

Ordering Instructions

BASE STYLE WATTS GLOBE MAT'L NECKSIZE  DIMMING/CONTROL FITTER COLOR CUSTOM ACCESSORIES
SUM 1 -30 -22K -TSM -AC (ACRYLIC) -8 -STD (STANDARD) -BLK BLACK) -PR7 -FEINIAD
2 -40 -30K -T3M -PC (POLYCARB) 4 -DIM (BT DIM CONTROL) WABIDATIONAL OO -PRC
AVAILABLE UPON
3 -50 -40K ONLY) REQUEST)
4 -60 -50K
Supplied with Vega's D4A

EXAMPLE _ _
SUM1-60-40K-TSM-AC-8-DIM-BLK-PR7-F Do e plize B an i PR SINGEE BASE STYLE OPTIONS
DESCRIPTION @Q-i-ﬁ\:
Summit series with fitter #1- in black, 60W. e
4000K, with Acrylic globe with type 5 )

distribution, D4A comes with Bluetooth and
PR7., finial included on globe.

* Node not provided by Vega, photo é}{ =
shown as example only.
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